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GENERAL PLAN NOTES

—_

REFER TO PLUMBING PLANS FOR LOCATIONS OF FLOOR DRAINS.

DOOR AND FRAME NUMBERS CORRESPOND TO ROOM NUMBERS. WHERE MORE THAN
ONE DOOR OCCURS IN A ROOM, A SUFFIX HAS BEEN ADDED (I.E. A106A). SEE A501
FOR DOOR SCHEDULE.

CAULK JUNCTURES BETWEEN DIFFERENT MATERIALS (I.E. GYPSUM BOARD AND

CAULK ALL TOILET FIXTURES TO WALL USING SILICONE SEALANT.

PROVIDE MISCELLANEQUS SUPPORTS FOR ALL CEILING AND WALL SUPPORTED ITEMS.

ALL DIMENSIONS ARE FROM FACE OF BLOCK OR FACE OF FINISHED WALL. ALL
DIMENSIONS ARE MODULAR AND SHOWN ON DRAWINGS. WHERE WOOD PANELS
OCCUR DIMENSIONS ARE TO FACE OF GYPSUM BOARD NOT WOOD PANELS.

WHERE METAL STUDS EXTEND TO DECK, PROVIDE SLIP CONNECTIONS FOR ROOF/
FLOOR DEFLECTION.

PROVIDE FIRE RESISTANT TREATED WOOD BLOCKING SUPPORTS FOR ALL SURFACED
MOUNTED ITEMS INCLUDING PLUMBING FIXTURES & RELATED ITEMS.

ALL STEEL STUDS ARE TO BE BRACED ACCORDING TO MANUFACTURER LIMIT HEIGHT

WHERE INSULATED OR SOUND WALLS EXTEND TO DECK, FILL DECK FLUTES WITH
INSULATION/ SOUND ATTENUATION.

ALL DOOR FRAMES SHALL BE 4" MIN. OFF OF FINISH WALLS OR 8" OFF OF
MASONRY WALLS UNLESS NOTED OTHERWISE.

REFER TO MECHANICAL FOR WALL LOUVER LOCATIONS, SIZES, AND QUANTITIES.
ALL SLAB-ON-GRADE CONTROL JOINTS TO BE CLEANED & CAULKED PRIOR TO
PLACEMENT OF FLOOR FINISH.

WHERE NEW WORK IS SHOWN IN AN EXISTING MASONRY WALL, TOOTH-IN NEW
MASONRY TO MATCH EXISTING BOND PATTERN. PAINT ENTIRE WALL WHERE
APPLICABLE TO AVOID MISMATCH OF COLOR.

PROTECT EXISTING FINISHES IN EXISTING AREAS TO REMAIN.

REFER TO ABOO SERIES DRAWINGS FOR ALL CORNER GUARD LOCATIONS.

REFER TO SHEETS A101 AND A102 FOR WALL TYPE LEGEND.

SEE CURTAIN WALL ELEVATIONS AND PARTIAL PLANS ON SHEET A510 THRU A520
FOR ALL CURTAIN WALL DIMENSIONS AND ELEVATIONS.
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PARTIAL ROOF PLAN OF ROOF BELOW. SEE DETAIL 4/A253.
PARTIAL ROOF PLAN OF ROOF BELOW. SEE DETAIL 2/A253.
PARTIAL ROOF PLAN OF ROOF BELOW. SEE DETAIL 5/A253.
PARTIAL ROOF PLAN OF ROOF BELOW. SEE DETAIL 6/A253.

22" DIAMETER GLASS REINFORCED GYPSUM COLUMN COVER WITH 6” WOOD BASE

TO BOTTOM OF STEEL BEAM ABOVE.
28" DIAMETER GLASS REINFORCED GYPSUM COLUMN COVER WITH 6" WOOD BASE

TO 6" ABOVE FINISHED CEILING OR BOTTOM OF STEEL BEAM OR TRUSS ABOVE
WHEN NO CEILING IS SCHEDULED.
22" DIAMETER ALUMINUM COLUMN COVER TO 6" ABOVE SOFFIT.

FUTURE OWNER PROVIDED LED SIGN. SEE ELECTRICAL DRAWINGS.
RAIN WATER LEADER. SEE PLUMBING DRAWINGS.

SEE LANDSCAPE DRAWINGS FOR EXTENT OF WORK IN TODDLER AND MAIN
PLAYGROUND AREAS.

SLIDING AND STACKING ALUMINUM FRAMED GLASS DOOR. SEE SPECIFICATIONS.
CANE DETECTION RAIL AT FIRST FLOOR LEVEL. 12" HIGH STAINLESS STEEL RAIL
WITH STEEL VERTICAL POST. SEE DETAIL 6/A455.

3" VERTICAL WALL TO WALL EXPANSION JOINT COVER. BASIS OF DESIGN "CWF-300
ECONOWRAP BY WATSON BOWMAN" OR APPROVED EQUAL. PROVIDE FIRE BARRIER

WHERE FIRE RATING REQUIRED PER LIFE SAFETY PLAN.
3" HORIZONTAL FLOOR TO FLOOR EXPANSION JOINT COVER. BASIS OF DESIGN

"FUX-300 FLUSH MOUNT BY WATSON BOWMAN" OR APPROVED EQUAL. PROVIDE FIRE
BARRIER WHERE FIRE RATING REQUIRED PER LIFE SAFETY PLAN.
3" EXTERIOR VERTICAL WALL TO WALL EXPANSION JOINT COVER. BASIS OF DESIGN

"WSW-300 WEATHER SEAM BY WATSON BOWMAN” OR APPROVED EQUAL. PROVIDE
FIRE BARRIER WHERE FIRE RATING REQUIRED PER LIFE SAFETY PLAN.

FLOOR MAT AND FRAME. SEE SPECIFICATIONS.

18" DIAMETER GLASS REINFORCED GYPSUM COLUMN COVER WITH 6" WOOD BASE
TO 6" ABOVE FINISHED CEILING.

DASHED LINE INDICATES AREA OF FUTURE SLAB ON GRADE WORK.

ELECTRIC WATER COOLER. SEE PLUMBING AND ELECTRICAL DRAWINGS.

TRASH / RECYCLING RECEPTACLE. SEE DETAIL 9/A706.

PARTIAL HEIGHT WOQOD WALL WITH SOLID SURFACE COUNTERTOP.

SEE DETAIL 12/A706.
PARTIAL HEIGHT WOOD WALL. SEE ELEVATION B/A451.

PRECAST CONCRETE BENCH SEAT.

PRECAST CONCRETE BENCH SEAT WITH STAINLESS STEEL SKATEBOARD DETERRENT

PLATES AT 30" O.C.
BIKE RACK. SEE LANDSCAPE DRAWINGS.

POWER ASSISTED PUSH PAD. SEE ELECTRICAL DRAWINGS.
EXISTING PLAY TUBE TO BE REUSED AS COLUMN WRAP.

6'-0"(L)x6’-0"(W)x4'-0"(D) PLANTER. BASIS OF DESIGN “TF 4900 RESERVOIR SYSTE

BY WASUSAU TILE” OR APPROVED EQUAL. COORDINATE W/ ELECTRICAL.
8'-0"(L)x8-0"(W)x4’-0"(D) PLANTER. BASIS OF DESIGN "TF 4900 RESERVOIR
SYSTEM BY WASUSAU TILE" OR APPROVED EQUAL. COORDINATE W/ ELECTRICAL.
SLIDING AUTOMATIC ENTRANCE DOOR.

GREEN ROOF OVER HORIZONTAL WATERPROOFING.

2'-0" x 2'-0" PRECAST PAVERS OVER HORIZONTAL WATERPROOFING.
DISPLAY CASE. SEE ELEVATION 1/A706.

WOOD BENCH. SEE DETAIL 10/A703.

EDGE OF WOOD FLOOR. SEE DETAIL 14/A417.

EDGE OF PERFORMANCE PLATFORM. SEE DETAIL 9/A454 SIM.

REMOVABLE PAINTED STEEL GUARDRAIL. SEE DETAIL 7/A454.

STAINLESS STEEL HANDRAIL AND BRACKET. SEE DETAIL 8/A450 SIM.

9’-6” HIGH x 5'-0" WIDE WOOD LOUVER TO MATCH WOOD PANELING. LOUVER TO
PROVIDE 32.18 SQUARE FEET OF FREE AREA TO MEET MECHANICAL REQUIREMENTS.
SEE DETAIL 11/A233.

CURTAIN WALL TO RECEIVE MOTORIZED ROLLER SHADE. SEE ELEVATIONS AND

BUILDING SECTIONS FOR AREA OF COVERAGE AND TYPE OF SHADE.
ENGINEERED RAILING SYSTEM WITH STEEL GUARD POST, STAINLESS STEEL

HANDRAIL, 3/8”" TEMPERED GLASS INFILL AND PRECAST CONCRETE TOE KICK.
SEE DETAIL 5/A416.
SINK WITH GARBAGE DISPOSAL. SEE PLUMBING DRAWINGS.

4’-0" WIDE COMMERCIAL REFRIGERATOR.

UNDER-COUNTER ICE MAKER.
OWNER PROVIDED 26"(W)x 32"(D) WARMING CART.
MOP SINK. SEE PLUMBING DRAWINGS.

16” WIDE PLASTIC LAMINATE SHELVES WITH ADJUSTABLE STANDARDS.

PROVIDE SHELVING EVERY 16” FROM 16" A.F.F. TO 96" A.F.F.

EXISTING SCULPTURE "CHAOS” TO REMAIN AND BE PROTECTED DURING
CONSTRUCTION. SEE PLUMBING AND ELECTRICAL DRAWINGS. SEE DETAIL 7/A253.

DECK DRAIN BELOW. SEE PLUMBING DRAWINGS.

20" DIAMETER GLASS REINFORCED GYPSUM COLUMN COVER WITH 6” WOOD BASE
TO 6" ABOVE FINISHED CEILING.

SEMI-RECESSED FIRE EXTINGUISHER CABINET.

WALL HUNG FIRE EXTINGUISHER.

9'-6" HIGH x 9'-0" WIDE WOOD LOUVER TO MATCH WOOD PANELING. LOUVER TO
PROVIDE 68.97 SQUARE FEET OF FREE AREA TO MEET MECHANICAL REQUIREMENTS.

SEE DETAIL 10/A233.
LIGHT FIXTURE. SEE ELECTRICAL DRAWINGS. SEE DETAIL 13/A417.

PROVIDE FINISHED PRECAST CONCRETE END PIECE.
BREAK METAL END CAP. SEE DETAIL 1/A417 SIM.
SEE THEATER DRAWINGS FOR ALL RIGGING AND STAGE CURTAIN INFORMATION.

PROVIDE TECTUM WALL PANELS ON NORTH AND WEST WALL OF DIMMER ROOM
A215A ON ALL REMAINING PORTIONS OF WALL ONCE ELECTRICAL EQUIPMENT HAS
BEEN INSTALLED.

PROVIDE 1" OF THICK SPRAYED ON FOAM INSULATION TO UNDERSIDE OF METAL
DECK OF CANTILEVERED SECOND FLOOR.

8'-0" HEIGHT PERFORATED SLOTTED WOOD PANEL WALL. SEE DETAIL 9/A451.
CATWALK LEVEL ABOVE. SEE PLAN DETAIL 1/A213.

SEE LANDSCAPE DRAWINGS FOR TREE SPECIES.

STAINLESS STEEL HANDRAIL WITH 1°-0" EXTENSION AT TOP AND BOTTOM OF RAMP.

TOP_OF HANDRAIL AT 3'-0" ABOVE RAMP.
PARTIAL HEIGHT WOOD WALL WITH SOLID SURFACE TOP. SEE DETAIL 10/A706.

DISPLAY CASE. SEE ELEVATION 3/A706.
DISPLAY CASE. SEE ELEVATION 6/A706.

144" HEIGHT x 192" WIDE ELECTRIC PROJECTION SCREEN.

FOG ENTIRE MECHANICAL CHASE SPACE BLACK INCLUDING: DUCT LINER, CONCRETE
FLOOR AND GYPSUM BAFFLE. SEE MECHANICAL DRAWINGS.

24"x36" CAST ALUMINUM DEDICATION PLAQUE.

DONOR WALL LOCATION. NAMES TO BE INDIVIDUAL RAISED BRONZE CHARACTERS.

SEE ALLOWANCE.
EXISTING BRONZE PLAQUE TO BE RELOCATED TO NEW WOOD PANEL WALL.

DONOR WALL LOCATION. WALL TO BE GLASS PANELS WITH SILK-SCREENED NAMES

ATTACHED TO CABLE SUSPENSION SYSTEM. SEE ALLOWANCE.
TRASH / RECYCLING RECEPTACLE. SEE DETAIL 5/A706.

EQUIPMENT HOUSEKEEPING PAD. COORDINATE SIZE WITH MECHANICAL AND
ELECTRICAL EQUIPMENT.

EXISTING TEMPORARY PARTITION FOR PROTECTION OF "CHAOS™ SCULPTURE. G.C.
TO MAINTAIN PROTECTION ENVIRONMENT FOR SCULPTURE THROUGHOUT
CONSTRUCTION PHASE.

ADJACENT HOTEL DESIGN BY OTHERS. G.C. TO COORDINATE CONSTRUCTION
EXISTING CONSTRUCTION TO REMAIN.
SLAB PENETRATION FOR FUTURE KITCHEN EXHAUST. SEE MECHANICAL DWGS.
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Consultants:

L’ACQUIS _ml

CONSULTING ENGINEERS
280 EAST 96TH STREET, SUITE 280
INDIANAPOLIS, IN 46240

317.706.2075
WWW.LACEINDY.COM

4040 Vincennes Circle Suite 300
Indianapolils, Indlana 46268
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SCOPE DRAWINGS:

These drawings indicate the general scope of the project
in terms of architectural design concept, the dimensions of
the building, the major architectural elements and the type
of structural, mechanical and electrical systems.

The drawings do not necessarily indicate or describe all
work required for full performance and completion of the
requirements of the Contract.

On the basis of the general scope indicated or described,
the trade contractors shall furnish all items required for the
proper execution and completion of the work.
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